













https://www.aver.com/download-center
https://www.aver.com/technical-support
https://www.averusa.com/education/support/
https://averusa.force.com/support/s/contactsupport
https://www.avereurope.com/download-center
https://www.avereurope.com/technical-support
https://www.aver.com/
https://www.avereurope.com/
mailto:eu.rma@aver.com
https://www.averusa.com/
mailto:support.usa@aver.com



















































https://www.aver.com/download-center
https://www.averusa.com/education/support
https://www.avereurope.com/download-center



















































https://www.aver.com/download-center
https://www.averusa.com/education/support
https://www.avereurope.com/download-center
















	Package Contents
	Camera Mount Suggestions (Optional Accessories)

	Product Introduction
	Overview
	LED Indicator
	Pan and Tilt Angle
	Dimension
	Cable Fixing Plate Installation
	Device Connection
	PoE+ Connection
	HDMI Connection
	Audio Input Connection
	Ceiling Mount Installation (Optional)
	Wall Mount Installation (Optional)
	Tracking Setup
	Remote Control
	Hot Key

	Set Up the Camera
	Set Up IP Address of the Camera
	If there is DHCP environment
	Or if you want to configure by yourself

	Web Setup
	Use the AVer IPCam Utility to Find the Camera
	Make a Connection to the Camera via Browser
	Live View
	Snapshot
	Pan-Tilt-Zoom Control
	Manual Pan-Tilt Speed Adjustment
	Focus
	Preset Position
	Tracking Control

	Settings
	Tracking Settings
	Tracking Control
	Presenter
	Zone
	Hybrid
	Camera Settings
	Camera Control
	Preset
	Exposure
	Image Process
	Video & Audio
	Network
	RTMP Settings
	Connecting to DL30 via RTSP

	System


	FAQ
	Specification*
	DL30


